
Round Rods with Eye
1-170

Advantages
Round rods in standard length and variable lengths with pressed eye.
With a flat end.
With chamfered end.
Version c) for 3-point cams.
Version d) for rod latches.
With rollers, dimension L up to top of roller.

Material
Round rods: steel, zinc plated

Remarks
Round rods in standard length: from stock.

Bushing d) only suitable for round rod a) and b)

Round rods Ø 8mm
  Product number Version Length variable length Delivery Unit

a) 201-0102.00-00000 with eye 400 mm 1 pc.

a) 201-0103.00-00000 with eye 500 mm 1 pc.

a) 201-0104.00-00000 with eye 600 mm 1 pc.

a) 201-0105.00-00000 with eye 700 mm 1 pc.

a) 201-0106.00-00000 with eye 800 mm 1 pc.

a) 201-0107.00-00000 with eye 900 mm 1 pc.

a) 201-0108.00-00000 with eye 1000 mm 1 pc.

a) 201-0109.00-00000 with eye 1100 mm 1 pc.

a) 201-0110.00-00000 with eye 1200 mm 1 pc.

a) 201-0112.00-Lxxmm with eye Yes on request

b) 201-0111.00-Lxxmm with eye and chamfered end Yes on request
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  Product number Version Length variable length Delivery Unit

c) 201-9006.00-Lxxmm with eye and rollers Yes on request

d) 201-9021.00-Lxxmm with eye and rollers, eye parallel to the roller Yes auf Anfrage
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